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The square solution
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ACO Showerboard including
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Dimensioning grease seperator

Home > Bath drainaga > Line diainage > ACD ShowsrDiain > T) > Channel body with odour saal: 28 mm
Channel body with odour seal: 25 mm
Product information
* Installation height 78— 134 mm
= Drainage channel DN 40/DN 50 for the shower area
= Stainless steel, material grade 304
= Tested for strength and drainage capacity in accordance with DIN EN 1253
= Flow rate of standard model
= 0.6 Ifs (with 20 mm over-fillin accordance with DIN EN 1253)
= 0.4 Ifs (without over-fill
= Channel width: 84 mm
= Channel body widih: 114 mm (incl. surrounding thin bed flange)
= Drain connection DN 40/DN 50 suitable for all plug-socket joints
= Transition piece DN 40/DN 50 included i the delivery scope
= Channel body with lateral slope
* Removable 2-piece odour seal W—

Socketinclination: 1,5*

te: Special lengths upon request,

’«_Ordering Information | Product advantages Designer gratings | Accessories

——— N
Tenmn Article Nlo. | Article
‘ [mm]
Channel body: Standard
700 0153.76.44
800 0153.76.45
", 900 0153.76.46
1000 0153.76.47
1200 0153.76.48
Channel body: Right wall flange
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Home > Bath drainage > Line drainage > ACO ShoweiDrain > The straight solution > Channel body with odour seal: 25 mm

Channel body with odour seal: 25 mm

Product information
= Installation height: 79 — 134 mm

Drainage channel DN 40/DN 50 for the shower area

Stainless steel, material grade 304

Tested for strength and drainage capacity in accordance with DIN EN 1253
Flow rate of standard model

= 0.6 s {with 20 mm over-fill in accordance with DIN EN 1253)

= 0.4 lis (without over-fill)

Channel width: 84 mm

Channel body width: 114 mm (incl. surrounding thin bed flange)

Drain connection DN 40/DN 50 suitable for all plug-socket joints
Transition piece DN 40/DN 50 included in the delivery scope

Channel body with lateral slope

Removable 2-piece odour seal

Socket inclination: 1,5°

Info box

Ordering Information [ R e

[Note: special lengths upon request,

Length Atticle llo. | Article |||

[mm]
Channel body: Standard

700 0153.76.44

i 0153.76.45

00 0153.76.46.

1000 0153.76.47

1200 0153.76.48 | \petaits/| .o
Channel body: Right wall flange
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